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MAXGRIP USAR
The MaxGrip USAR glove is ideal for light work. With protected 

palms and a wrist strap from top to bottom for a quick and tight fit, 

these gloves will support you in quickly finish a job.

ASSISTSERIES

LAMINATED GLASS CUTTER
C/W HOLSTER

TOOLMAT 2X1,5 METER

PROTECTION COVER SET A

TOOLMAT 3X2 METERLAMINATED GLASS SAW

AIRBAG SAFETY SYSTEM 
(3 PCS) FOR TRUCKS AND VANS

SOFT CASUALTY SHIELD
(TRANSPARENT)

WINDOW CENTER PUNCH

AIRBAG SAFETY SYSTEM 
(2 PCS) FOR CARS

HARD CASUALTY SHIELD
(TRANSPARENT)

LED LIGHT USB

RAM SUPPORT

AIRBAG SAFETY SYSTEM 
FOR PASSENGERS

SAFETY GLASSES SAFETY GLASSES VIP

MAXGRIP II GLOVES
THE READY TO GO RESCUE STRAP
The MaxGrip II are the ultimate gloves for rescue operations. 
For purposes that require high performance in protection, 
functionality  and grip. Designed for protection and comfort. 

HOSE STRAP ATTACHMENT BAG TOOL CARRYING BAG TOOL CARRYING STAP
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		 COMPACT AIRBLAST 8”   	 COMPACT	 COMPACT  EXPLOSION PROOF
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Operational weight
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Dimensions (L x W x H)
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Motor
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Speed
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Airflow
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Open airflow¹
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Start
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Run
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

9.1 kg

406 x 273 x 292 mm

1/3 hp/ 0.25 kW / 220 V totally enclosed

3,450 rpm

1,760 m3/hour

2,745 m3/hour

2,000 W

700 W

10 kg

406 x 273 x 292 mm

1/3 hp/ 0.25 kW / 220 V totally enclosed

3,450 rpm

1,760 m3/hour

2,745 m3/hour

2,000 W

700 W

		 NEGATIVE AIRBLAST 16”   	 VARIABLE SPEED 	 HONDA GX
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Operational weight
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Dimensions (L x W x H)
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Motor
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Speed
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Airflow
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Open airflow¹
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Start
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Run
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

26 kg

660 x 480 x 330 mm

1 hp / 0.75 kW / 220 V variable speed

0 - 2,500 rpm

10,024 m3/hour

16,723 m3/hour

1,500 W

1,500 W

25 kg

500 x 490 x 400 mm

3.5 hp / 2.6 kW Honda GX120

0 - 3,500 rpm

15,715 m3/hour

26,142 m3/hour

N/A

N/A

AIRBLAST VENTILATION SERIES
THE LATEST TECHNOLOGY IN FIRE ATTACK 	 POSITIVE AIRBLAST 18” 	 VARIABLE SPEED 	 HONDA GX

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
	 Operational weight

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
	 Dimensions (L x W x H)

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
	 Motor

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
	 Speed

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
	 Airflow

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
	 Open airflow¹

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
	 Start

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––
	 Run

––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

34 kg

610 x 560 x 560 mm

1 hp / 0.75 kW / 220 V variable speed

2,400 rpm

21,781 m3/ hour

35,863 m3/ hour

2,000 W

1,500 W

33 kg

610 x 560 x 560 mm

5.5 hp / 4.1 kW / Honda GX200

3,535 rpm

26,487 m3/hour

48,230 m3/hour

N/A

N/A

	 POSITIVE AIRBLAST 20”  	  VARIABLE SPEED 	 HONDA GX
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Operational weight
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Dimensions (L x W x H)
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Motor
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Speed
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Airflow
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Open airflow¹
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Start
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Run
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

34 kg

660 x 640 x 590 mm

1 hp / 0.75 kW / 220 V variable speed

2,400 rpm

25,672 m3/hour

41,267 m3/hour

2,000 W

1,500 W

37 kg

660 x 640 x 590 mm

5.5 hp / 4.1 kW / Honda GX200

3,350 rpm

31,567 m3/hour

50,186 m3/hour

N/A

N/A

	 POS.AIRBLAST BATT. 16” 	 MILWAUKEE	 DEWALT
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Operational weight
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Dimensions (L x W x H)
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Motor
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Speed
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Airflow
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Fan
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Power
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Tilting positions
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

19 kg

590 x 300 x 570 mm 

Variable-Speed DC

2,020 rpm

15,300 m3/hour

6 Blade 16” Arfoil Propeller in a Roll Cage

1 Hp

180-Degree Tilt

19 kg

578 x 305 x 579 mm

Variable Speed DC

2,627 rpm

16,677 m3/hour

6 Blade 16” Arfoil Propeller in a Roll Cage

1 Hp

180 Degree Tilt

	 POS.AIRBLAST BATT. 18” 	 MILWAUKEE	 DEWALT
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Operational weight
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Dimensions (L x W x H)
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Motor
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Speed
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Airflow
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Fan
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Power
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Tilting positions
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

21 kg

654 x 298 x 654 mm

Variable Speed DC  

2,032 rpm

17,381 m3/hour

6 Blade 16” Arfoil Propeller in a Roll Cage

1 Hp

180 Degree Tilt

21 kg

654 x 298 x 654 mm

Variable Speed DC

2,032 rpm

18,417 m3/hour

6 Blade 16” Arfoil Propeller in a Roll Cage

1 Hp

180 Degree Tilt

Resqtec offers various types of ventilation equipment. 

For more information, specifications and 

types of units please contact your local distributor.

AIRBLAST
SERIES
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			   SQ1	 SQ3	 SQ6	 SQ10	 SQ14
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 

	 Weight
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. operating pressure
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. lifting capacity
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Insertion height
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. lifting height
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Safety factor
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Diameter
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

		
			   SQ21	 SQ25	 SQ33	 SQ45	 SQ55
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 

	 Weight
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. operating pressure
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. lifting capacity
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Insertion height
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. lifting height
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Safety factor
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Diameter
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

		
			   SQ70	 SQ9L	 SQ13L	 SQ13L	 SQ13L
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 

	 Weight
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. operating pressure
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. lifting capacity
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Insertion height
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. lifting height
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Safety factor
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Diameter
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

0.55 kg

8 bar / 116 psi

1.1 t / 1.2 us tons

25 mm

80 mm

1.4

150 x 150 mm

7.0 kg

8 bar / 116 psi

21.1 t / 23.2 us tons

25 mm

300 mm

1.4

550 x 550 mm

22.5 kg

8 bar / 116 psi

70.4 t / 77.4 us tons

25 mm

520 mm

1.4

945 x 945 mm

1.25 kg

8 bar / 116 psi

2,7t / 3 us tons

25 mm

130 mm

1.4

225 x 225 mm

9.0 kg

8 bar / 116 psi

25.2 t / 27.7 us tons

25 mm

340 mm

1.4

610 x 610 mm

3.3 kg

8 bar / 116 psi

8.9 t / 9.8 us tons

25 mm

190 mm

1.4

450 x 300 mm

2.0 kg

8 bar / 116 psi

5.5 t / 6.1 us tons

25 mm

160 mm

1.4

300 x 300 mm

11.0 kg

8 bar / 116 psi

33t / 36.3 us tons

25 mm

380 mm

1.4

690 x 690 mm

4.5 kg

8 bar / 116 psi

13.2 t / 14.5 us tons

25 mm

230 mm

1.4

500 x 375 mm

3.5 kg

8 bar / 116 psi

10.1 t / 11.1 us tons

25 mm

210 mm

1.4

380 x 380 mm

14.0 kg

8 bar / 116 psi

44.6 t / 49.1 us tons

25 mm

420 mm

1.4

780 x 780 mm

6.5 kg

8 bar / 116 psi

20.2 t / 22.2 us tons

25 mm

230 mm

1.4

750 x 375 mm

5.0 kg

8 bar / 116 psi

13.1 t / 14.9 us tons

25 mm

250 mm

1.4

450 x 450 mm

18.0 kg

8 bar / 116 psi

55 t / 60.5 us tons

25 mm

470 mm

1.4

870 x 870 mm

7.8 kg

8 bar / 116 psi

24 t / 26 .4 us tons

25 mm

200 mm

1.4

1020 x 320 mm

SQUARE HIGH PRESSURE
SQ BAG SERIES

		
		                                     LP BAG 0.5 BAR 	 RQ45	          RQ122	                   RQ210
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 

	 Weight
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. operating pressure
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Air requirement
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. lifting capacity at max. lifting height
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Height inflated
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Height deflated
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Diameter
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

		
		                                     LP BAG 1.0 BAR 	 TYPE A	 TYPE B	 TYPE C	 TYPE D
––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––– 

	 Weight
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. operating pressure
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Air requirement
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Max. lifting capacity at max. lifting height
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Height inflated
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Height deflated
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

	 Diameter
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––––

16 KG

0.5 bar

551 Ltr

4t / 4.4 US TONS 

450 mm

10

1020 mm

12 KG

1.0 bar

535 Ltr

3t / 3.3 US TONS

590 mm

50 mm

610 mm

30 KG

0.5 bar

2618 Ltr

7t / 7.7 US TONS 

1220 mm

100 mm

1350 mm

12KG

1.0 bar

535 Ltr

4.7t / 5.2 US TONS

590 mm

50 mm

760 mm

43 KG

0.5 bar

5199

9t / 9.9 US TONS 

2100 mm

100 mm

1450 mm 

15 KG

1.0 bar

793 Ltr

6.7t / 7.4 US TONS

610 mm

50 mm

910 mm

35 KG

1.0 bar

2337 Ltr

12t / 13.2 US TONS

1000 mm

100 mm

1220 mm

SINGLE CONTROLLER

CYLINDER CONNECTOR

DELIVERY HOSE BAGS

BOXED DUAL CONTROLLER

DUAL CONTROLLER

AIR CYLINDER

REGULATOR

SHUT OFF HOSE FOOT PUMP
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TOTAL RESCCUE
RORO  CONTAINERS

When we design new equipment, we create a tool 

that can be used in multiple applications, whether it is 

vehicle extrication, USAR or Heavy Rescue. 

In the heat of the moment you want integrated and 

modular products that allow you to deal with any situation. 

USAR OR HEAVY RESCUE
This results in fewer tools to choose from, whilst being able to 

handle even the most complex situations. We develop tools from a 

total rescue perspective. No matter what scenario you encounter, 

with Resqtec you always have the right solution. Do you approach 

rescue from a total perspective?

80   RESQTEC  |  PRODUCT CATALOG80   RESQTEC  |  PRODUCT CATALOG PRODUCT CATALOG  |  RESQTEC  81



AIRCRAFT RECOVERY
SYSTEMS
YOUR LEADING AIRCRAFT RECOVERY SPECIALIST
RESQTEC provides a large range of aircraft recovery equipment, 

training and services. AIRCRAFT LIFTING EQUIPMENT
Conventional recovery material no longer suffices. The development in aircraft design asks for 

the invention of new equipment. RESQTEC recognizes the need and responds by inventing R2S. 

The R2S lifting system was developed at the request of the aviation industry to lift and recover 

the new generation of aircraft that are larger, heavier, and have a new wing design. The R2S 

lifting system was specifically designed to allow for controlled and continuous lifting in one shot, 

over a changing angle, without affecting the aircraft stability or incurring secondary damages. No 

repositioning or additional (wooden) cribbing is required. The equipment works on every aircraft and 

cuts the time needed for an aircraft recovery operation by more than 50%.

AIRCRAFT MOVING EQUIPMENT
We provide multiple types of aircraft moving equipment to help you 

in any kind of aircraft recovery scenario. We offer everything from 

complete aircraft recovery systems, aircraft recovery dollies to Q-MAT 

Temporary Road Panels and Aircraft Recovery Debogging Towing Kits.

AIRCRAFT RECOVERY TRAINING
At our excellent, well-equipped aircraft recovery training centers 

around the world you get the opportunity to train for any disabled 

aircraft scenario. We provide both theoretical and practical training 

courses for participants with different levels of experience.
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Copyright All of the information and material inclusive of text, images, logos, product 
names is either the property of, or used with permission by Resqtec. The information 
may not be distributed, modified, displayer, reproduced – in whole or in part – without 
the prior written permission by Resqtec. 
Trademarks Resqtec, its logos and other Resqtec products and services referenced 
herein are trademarks of Resqtec, and may be registered in certain jurisdictions. 
All other product names, company names, marks and logos referenced may be 
trademarks of their respective owners. Hurst and Jaws of Life are the registered 
trademarks of Hurst Jaws of Life, Inc. 
Disclaimer All information herein was carefully gathered and examined. However, 
we cannot be held responsible for eventual mistakes or incompleteness. Resqtec 
may exercise the right to change or modify parts at any time without notification. The 
content may be subject to error, revision and technical modifications. Resqtec accepts 
no liability for the consequences of activities undertaken based on the contents.

EUROPEAN OFFICE 

Meer en Duin 82
2163 HC Lisse, the Netherlands
T +31 (0)252 419002
F +31 (0)252 411794

USA OFFICE

300 Forge Way, Suite 2
Rockaway, New Jersey, 07866
T +1 973 627 4646
F +1 973 627 4622

ASIA OFFICE

Lot 5, Jalan Delima 1/1, Subang Hi-Tech Industrial Park
47 500 Selangor, Malaysia
T +603 5621 5298
F +603 5621 2895

CHINA OFFICE

No. 806 of Pushang Jinzhou South Road,
350008 Cangshan District, Fuzhou, China
T +86 591-87871866
F +86 591-87877667


